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NOTE: 
The design (visual appearance) of the wireless room sensor can deviate from the 
parts shown in the instructions. 

 
 
 
We reserve the right to make technical and optical changes and take no responsibility 
for any setting and printing errors.  
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Comfort functions with installed RIKA room sensor 

 
 
Change from EASY to HEAT. Keep 
pressing the Menu button until HEAT 
appears in the display. 
 
A pre-condition for additional comfort 
functions is the installation of the 
optional RIKA room sensor.  
You can choose between three possi-
ble operating modes: 
 
- HEAT (Manual heating operation) 
This mode corresponds to the EASY 
mode that you already know from 
basic operation, in which the heat 
output of the stove can only be in-
creased or decreased in steps of five 
units. 
 
- ROOM (Heating operation with 
room sensor 
In “ROOM” mode the heat output of 
the stove can not be changed and is 
regulated by the electronic control. 

You do not need to worry about 
whether the stove heats up or not, the 
RIKA room thermostat takes care of 
this depending on the prevailing tem-
perature in the room. 
 
- AUTO (Heating operation with 
room sensor and time program 
combined) 
In “AUTO” mode you have the addi-
tional possibility of calling up the set 
comfort temperature for two pre-set 
days or weeks automatically. In the 
time periods between the heating 
times a low temperature that you set 
is maintained.  
 
The heat output of the stove is regu-
lated by the electronic control (such 
as in "ROOM" in the menu). 
 
Selection of the required operating 
mode is found in “Mode” in the menu. 

 
 
 
Move 
through 
keys 

Change 
key 

Indicator Description 

  MODE Indication of entry to the selection level for the 
heating operation mode. 

 I/O HEAT 
ROOM 
AUTO 

Indication of current heating operation. 
(HEAT, ROOM or AUTO) 
 

(+)/(-)  ROOM 
AUTO 
HEAT 

By pressing the (+) or (-) keys repeatedly you can 
select the heating operation. (HEAT, ROOM or 
AUTO) 

  I/O MODE This saves the selected heating operation. 
MENU   By pressing the MENU key once or repeatedly you 

return to the standard indication. 
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Settings 

 
 
„AUTO“ mode settings 
 
 
To operate your oven in the AUTO mode you must program it. 
Setting of the current date and time. 
The settings for date and time are entered using the TIME menu. 
 
 

Move 
through 
keys 

Change 
key 

Indic ator  Description 

  TIME Indication for entry into time programming. 
 I/O TIME 

SET 
Indication for entry into time programming of the current 
date and time. 

 I/O 10:02 Indication of hours and minutes 
 + 11:02 Change hours 
 - 11:03 Change minutes 
MENU  DAY 

01 
Indication of date (day) 

 (+)/(-) DAY 
31 

By pressing the “+” or”-“ keys repeatedly you can select 
the current day. 

MENU  MONTH 
02 

Indication of date (Month). 

 (+)/(-) MONTH 
06 

By pressing the “+” or ”-“ keys repeatedly you can select 
the current month. 

MENU  YEAR 
06 

Indication of date (Year) 

 (+)/(-) YEAR 
07 

By pressing the “+” or ”-“ keys repeatedly you can select 
the current year. 

MENU  MO As a check the current day is displayed. If this is not 
correct you have made an error when entering the date.  

 I/O TIME 
SET 

If the displayed date is correct confirm the date input 
with the I/O key. 

 Menu TIME 
SET 

If the displayed day was not correct press the MENU key 
to return to the last saved date. The date must now be 
re-entered. 

MENU   By pressing the MENU key once or repeatedly you re-
turn to the standard indication.  
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- Setting of the daily and weekly switching times 
 
The settings for switching times can be taken from the TIME menu. 

- Weekly switching time 

 
It is now possible for you to enter two similarly valid switching times for each day. 
Several switching times have been set as default values; these can be changed if 
required by pressing the (+)/(-) button. 
 
 

Move 
through 
keys 

Change 
key 

Indica-
tor 

Description 

  TIME Indication for entry into time programming. 
 I/O TIME 

SET 
Indication for entry into time programming of the current 
date and time. 

MENU  TIME  
AUTO 

Indication for entry into switching time programming.  

 I/O DAY  
 (-) WEEK Revert back to DAY by pressing the (+) button 
 I/O ON1 

6:00 
Indication of first start time. 

MENU  OFF1 
12:00 

Indication – End of first start time.  

MENU  ON2 
14:00 

Indication of second start time. 

MENU  OFF2 
18:00 

Indication – End of second start time. 

MENU  WEEK Indication for entry into weekly switching time program-
ming. 

MENU  TIME 
AUTO 

By pressing the MENU key you return to the standard 
indication. 

 
 
Programming of the weekly switching time is carried out automatically by the daily 
switching time programming. When programming the switching times please ensure 
there are no overlaps between the heating times. 
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- Daily switching time 

 
For each day of the week you can enter two own switching times. On a specific day 
the daily switching time entered overrides the weekly programming. Several switching 
times have been set as default values; these can be changed if required by pressing 
the (+)/(-) button. 
 
 

Move 
through keys  

Change 
key 

Indicator  Description 

  TIME Indication for entry into time programming. 
 I/O TIME 

SET 
Indication for entry into time programming of the cur-
rent date and time.  

MENU  TIME  
AUTO 

Indication for entry into switching time programming. 

 I/O DAY Indication for entry into the daily switching time pro-
gram. 

 I/O MO Indication of first day of week (MO). 
 I/O ON1 

6:00 
Indication of first start time. 

MENU  OFF1 
12:00 

Indication – End of first start time. 

MENU  ON2 
14:00 

Indication of second start time. 

MENU  OFF2 
18:00 

Indication – End of second start time. 

MENU  MO Indication of first day of week (MO). 
MENU  TU Indication of second day of week (TU). 
 
Enter each day in the same way to SU (Sunday) 
 
MENU  SU Indication for confirmation of programming of the last 

day of the week. 
MENU  DAY Indication for entry into the daily switching time pro-

gram. 
MENU  TIME 

AUTO 
By pressing the “+” or ”-“ keys you return to the stan-
dard indication. 
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Operation of the stove in selected heating operatio n 
 
 
“HEAT” mode 

 
 
- Device switched off 
 

Key  Indicator Description  
 HEAT 

OFF 
 

Standard indication for a switched off device in “HEAT” mode. 
With the device switched off the output can be regulated up and 
down between setting 30 (minimum output) and 100 (nominal 
heat output). 

+ HEAT 
45 

Press the (+) key to increase output in steps of five units. (up 35, 
40, 45, etc) 

- HEAT 
35 

Press the (-) key to lower the output in steps of five units. 

 
 
- Device start 
 

Key  Indicator Description  
I/O IGNIT 

START 
HEAT 

Press I/O key to start device. 
This is indicated by “IGNIT”. After the ignition period the indica-
tion changes to START. On termination of the start phase the 
display shows “HEAT” with output. 
Cancelling the start-up procedure: You can cancel the ignition 
phase within the first minute by pressing and holding the I/O 
button until IGNIT OFF appears in the display. When the button 
is released HEAT OFF is displayed. If the start-up process is 
interrupted after a minute, the start programme will complete its 
cycle, however HEAT OFF appears in the display. This is appli-
cable for all modes (HEAT, AUTO and ROOM). 

 
 
- Device switched on 
 

Key  Indicator Description  
 HEAT 

40 
Standard indication for a switched on device in “HEAT” mode. 

+ HEAT 
45 

Press the (+) key to increase output in steps of five units. 

- HEAT 
40 

Press the - key to decrease output in steps of five units. 
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 „ROOM“ mode 

 
- Device switched off 
 

Key  Indicator Description  
 ROOM 

OFF 
 

Standard indication for a switched off device in “ROOM” mode. 
The required room temperature can be set within the range 5 – 
28 °C even if the device is switched off.  

+ ROOM 
25 

Press the (+) key to increase the temperature by 1 °C. 

- ROOM 
23 

Press the (-) key to decrease the temperature by 1 °C. 

 
- Device start 
 

Key  Indicator Description  
I/O IGNIT 

START 
ROOM 

Press I/O key to start the device so long as the required room 
temperature has not been reached. 
This is indicated by “IGNITE”. After the ignition period the indica-
tion changes to START. On termination of the start phase the 
display shows “ROOM” with the room temperature that you 
desire. 

 
- Device switched on 
 

Key  Indicator Description  
 ROOM 

23 
Standard indication for a switched on device in “ROOM” mode. 

+ ROOM 
24 

Press the (+) key to increase temperature by 1 °C.  

- ROOM 
22 

Press the (-) key to decrease temperature by 1 °C. 

 
- Stop device automatically 
 

Key  Indicator Description  
 STOP 

STANDBY 
 

On reaching the required room temperature the device stops 
automatically and enters the STANDBY mode. As soon as the 
temperature falls below the required temperature the device re-
starts.  

 
- Stop device by pressing the I/O key 
 

Key  Indicator Description 
I/O STOP 

ROOM 
OFF 

On pressing the I/O key STOP appears briefly and then changes 
to ROOM =FF. To re-start press the I/O key. 
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“AUTO” mode 

Device switched off 
 
 
Room temperature setting within the switching time 
 

Move 
through 
keys 

Change 
key 

Indicator Description 

  AUTO 
OFF 
 

Standard indication for a switched off device in 
“AUTO” mode. The desired room temperature (be-
tween 10 and 28 °C) can also be set here when the 
appliance is switched off. 

+  On – T 
25 

Pressing the Plus(+) button displays the room tem-
perature control function. 

 I/O On – T 
25 

The I/O button must be pressed in order for the 
desired room temperature to be set. 

 + On – T 
26 

Press the (+) key to increase temperature by 1 °C. 

 - On – T 
24 

Press the - key to decrease temperature by 1 °C. 

 I/O AUTO 
OFF 

This saves the selected room temperature. 

 
Low temperature setting between the switching times 
 

Move 
through 
keys 

Change 
key 

Indicator Description 

  AUTO 
OFF 
 

Standard indication for a switched off device in 
“AUTO” mode. The desired low temperature (be-
tween 5 and 20 °C) can also be set here when the 
appliance is switched off. 

-  Off – T 
20 

Pressing the Minus(-) button displays the low tem-
perature control function. 

 I/O Off – T 
20 

The I/O button must be pressed in order for the 
desired low temperature to be set. 

 + Off – T 
21 

Press the (+) key to increase temperature by 1 °C. 

 - Off – T 
19 

Press the - key to decrease temperature by 1 °C. 

 I/O AUTO 
OFF 

This saves the selected low temperature. 
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- Start device 
 

Key  Indicator Description  
I/O IGNIT 

START 
AUTO 

Press I/O key to start device so long as the required room tem-
perature has not been reached and the device is in a current 
switch time. 
This is indicated by “IGNITE”. After the ignition period the indica-
tion changes to START. On termination of the start phase the 
display shows “ROOM” with the room temperature that you 
desire.  

 
- Device switched on 
 

The room temperature and low temperature are set in the same way as described for 
the switched off appliance. 
 

 
- Stop device automatically 
 

Key  Indicator Description  
 STOP 

STANDBY 
 

On reaching the required room temperature or the end of the 
programmed switching time the device stops automatically and 
enters the STANDBY mode. As soon as the temperature falls 
below the desired setting or a new switching time begins, the 
appliance will restart. 

 
 
- Stop device by pressing the I/O key 
 

Key  Indicator Description 
I/O STOP 

AUTO 
OFF 

On pressing the I/O key STOP appears and then changes to 
AUTO OFF. 
Please note: 
The appliance will not restart automatically now; it must be 
started-up by pressing the I/O button. 
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Administration/Sales:  
 RIKA Innovative Ofentechnik GmbH 
 A-4563 Micheldorf/Austria, Müllerviertel 20,  
 Telefon: +43(0)7582/686-41, Fax-DW: 43 
 E-Mail: verkauf@rika.at 
 www.rika.at 
 
Production/Goods inwards and outward store: 
 A.G.Z. 
 Adlwanger Gewerbe Zentrum 
 A-4541 Adlwang/Austria, Brandmühlestrasse 6 
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